
DTP Series
Connectors

Built from quality thermoplastic

reinforced with glass fiber

Resistant to a range of

environmental hazards

Construction Features of DTP
For use with Size 12 Contacts

For use with 14-10 AWG wire

25 Amp continuous Power

Easy to Install

Cavity Plugs to Seal

Specialized Tools for Accuracy

DTP Series Connectors
are known for their superior performance in tough and demanding environments. Specifically engineered to support higher 
amperages, the DTP series is designed to outpace many other connector lines in terms of power handling capacity. These connectors 
are environmentally sealed, which helps to prevent moisture, dirt, and other contaminants from interfering with the connection. 
Known for their reliability, robust design, and ease of installation, DTP series connectors are ideal for applications where high 
protection and the ability to handle high power are critical.
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TDTP04-2RP TDTP04-4RP

TDTP 06-2RS TDTP06-4RS

TDTP04-2P-5 TDTP06-4S-5

  NO. OF
 CAVITIES

PART NUMBER
RECEPTACLES CONTENTS

DTP RECEPTACLE REPAIR PACKS (14-10* AWG APPLICATIONS)

2 TDTP04-2RP
(1) 2 POS. RECEPTACLE, (1) 2 POS. WEDGE LOCK, (3) SOLID CONTACT PINS, 
(3) STAMPED AND FORMED PINS*

4 TDTP04-4RP
(1) 4 POS. RECEPTACLE, (1) 4 POS. WEDGE LOCK, (5) SOLID CONTACT PINS,
(5) STAMPED AND FORMED PINS*, (2) CAVITY PLUGS

  NO. OF
 CAVITIES

PART NUMBER
PLUGS CONTENTS

DTP PLUG REPAIR PACKS  (14-10* AWG APPLICATIONS)

2 TDTP06-2RS (1) 2 POS. PLUG, (1) 2 POS. WEDGE LOCK, (3) SOLID CONTACT SOCKETS, 
(3) STAMPED AND FORMED CONTACTS*

4 TDTP06-4RS (1) 4 POS. PLUG, (1) 4 POS. WEDGE LOCK, (5) SOLID CONTACT SOCKETS,
(5) STAMPED AND FORMED CONTACTS*, (2) CAVITY PLUGS

NO. OF
CAVITIES

RECEPTACLE 
(PIN)

PLUG 
(SOCKET)

PACKAGE
SIZE

DTP KIT  (14-10AWG)

2 TDTP04-2P-5 TDTP06-2S-5 5

3 - - -

4 TDTP04-4P-5 TDTP06-4S-5 5

6 - - -

8 - - -

12 - - -

Kits contain housing and wedgelock only.  Pins and sockets sold separately.  See table below. 
Ordering Information: Order by standard package.

FEATURES: *Economical harsh environment protection   *Protects against corrosion and lengthens the serviceable life of wire   
*Common contact system   *Increased socket-terminal performance    *Hand insertable/removable contacts    
*Redundant silicone seals    *High-performance molded shells

COMPLIANCES: *UL recognized    *RoHS    *IP 6K9K (DT, DTM)    *J1939/11, J1939/13 and J1939/15
CHARACTERISTICS: *Oper. Temp.: -55°C to 125°C    *Durability: No defects after 100 cycles of engagment/disengagement

FEATURES: *Packs include all parts needed to assemble a connector   *One to two extra terminals*Cavity plugs to seal open circuits

APPLICATIONS:  Environmentally sealed connectors are designed for cable to cable applications, where signal-level or power circuits must withstand harsh conditions.
Ordering Information:  Order by the pack.

*Deutsch #12 solid contact supports 14-12 AWG (Deutsch Pin P/N 0460-204-12141, Socket P/N 0462-203-12141), 10 AWG can only be used with Deutsch stamped and formed    
contacts (Deutsch Pin P/N 1060-12-0222, Socket P/N 1062-12-0222).  Both solid contacts and stamped and formed contacts are provided in the pack. Stamped and formed contacts 
require a crimping tool that supports open barrel terminals.


