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Striped
Marine Wire

Type III Class K annealed 

finely stranded tinned copper 

Specialized processes are

used to enhance conductivity

Construction Compliances
UL Standard 1426 BC-5W2
UL AWM 1015/1230

RoHS Compliant

ABYC: E-11.15

Coast Guard: 33 CFR part 183.401

UL Listed

Striped Marine Wire
has the primary function of providing clear identification of the wire’s intended purpose. Stripes help distinguish wires from one 
another, making it easier to navigate, troubleshoot, and maintain electrical systems efficiently.  Pacer currently offers hundreds of
color combinations to handle any application.
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APPLICATIONS:  Commonly used for point-to-point wiring and internal
wiring of panels and motors.

CHARACTERISTICS:   
     Conductor: Annealed finely stranded tinned copper ASTM B172 Class K       
     Insulation: -20°C to 105°C flexible, color coded PVC
     Voltage Rating: 600V
     Temp. Rating: 105°C Dry, 75°C Wet

PRINT: (for 16-10 AWG)  
     PACER E157097 (UL)_AWG 600V BC-5W2 105°C DRY, 75° WET OR AWM 1015/1230 (1028/1231 -8AWG ONLY) VW-1 OIL RESISTANT I

COMPLIANCES:    *UL standard 1426 BC-5W2 
      *AWM 1232/1283 (2-6 AWG)      *ABYC: E-11:15    
      *AWM 1232/1284 (1-4/0 AWG)      *CSA: TEW
      *Coast Guard: 33 CFR part 183
      *RoHS Compliant
      
FEATURES:    *Stranded, tinned copper   
      *Tough PVC jacket   *Highly flexible
      *Easily sealed through bulkheads

PART
NUMBER

AWG
NO.

CONDUCTOR 
STRANDING

NOM. INSULATION
THICKNESS (IN)

NOM. CABLE
O.D. (IN)

NOM. 
CIRCULAR MILS

STANDARD 
PUT-UPS

APPRX 
LB/M

WUL18 18 16/0.0100 0.030 0.114 1600 C,TL,D,M 10.3

WUL16 16 26/0.0100 0.032 0.125 2600 C,TL,D,M 14.8
WUL14 14 41/0.0100 0.032 0.145 4100 C,TL,D,M 22.0
WUL12 12 65/0.0100 0.032 0.160 6500 C,TL,D,M 32.0
WUL10 10 105/0.0100 0.032 0.185 10500 C,TL,D,M 49.0
WUL8          8 168/0.0100 0.045 0.265 16800 C,TL,D,M 80.0
UL Tinned Copper Primary Wire Ordering Information:
Build the part number.  Select (A) Wire Gauge, (B) Jacket Color, (C) Wire Stripe Color, (D) Spool Size

18 AWG UL1015/1230 CSA TEW 600V 105°C Dry, 60°C Wet

16 AWG - 8 AWG UL Standard 1426 BC-5W2 600V 105°C Dry, 75°C Wet

   

WUL18
WUL16
WUL14
WUL12
WUL10
WUL8

     Black           Brown        Red          Orange         Yellow         Green       Lt Green        Blue          Lt Blue         Violet          Grey           White            Tan            Pink

ASTM B172
Class K Copper

Fully annealed
Finely stranded

Tinned copper
for resistance

Highly durable in
marine conditions

Extremely flexible
in tight spaces

(A) Select Wire Gauge
                       18                             16                             14                              12                             10                              8
                  (WUL18)                  (WUL16)                   (WUL14)                    (WUL12)                   (WUL10)                   (WUL8)

(B) Select Jacket Color

                    (BK)        (BR)        (RD)       (OR)       (YL)        (GN)       (LG)       (BL)       (LB)         (VI)       (GY)       (WH)       (TN)      (PK)

(C) Select Stripe Color: Optional*

(D) Select Spool Size
                      Cut to Order                     100 FT.                         250 FT.                             500 FT.                            1000 FT. 
                             (-B)                               (-C)                             (-TL)                                  (-D)                                   (-M) 
Example: UL 8 AWG, Red, 250 ft = WUL8RD-TL

*Striped wire is non-returnable, non-refundable, requires a minimum order of 500 feet. 

Longer lengths available. Please call or email a Pacer expert.

     Black          Brown           Red           Orange          Yellow        Green         Lt Green         Blue        Lt Blue         Violet           Grey          White             Tan             Pink

                    (-0)         (-1)         (-2)         (-3)           (-4)        (-5)         (-15)        (-6)      (-16)         (-7)        (-8)         (-9)         (-11)       (-12)


